
BPW Transpec has introduced the BPW 10/12  
tonne ECO Plus Hub Unit on most Australian- 
assembled BPW axles, with which BPW now offers  
a warranty for on-highway vehicles that the wheel 
end lubrication will not need to be renewed for a  
period of three years in service, or one million  
kilometres, whichever comes first.*

The current ECO Plus Hub Unit is rated at 10 or 12 
tonne, depending on the axle beam, and incorporates 
both incremental and revolutionary advances to keep 
BPW ahead of the competition.

Now, over and above the standard BPW warranty of one 
year unlimited kilometres for trailer running gear products, 
the ECO Plus Hub Unit in 10-12 tonne rating is available 
with the extended warranty.*

BPW has long strived for extended maintenance  
periods and has over the past few years introduced  
improvements in its Australian-assembled axles that  
keep it ahead of the rest.

BPW ECO Li Plus bearing grease 
BPW ECO Plus Hub Units utilise semi-synthetic BPW 
ECO Li Plus bearing grease, which has been used on  
BPW axles worldwide with great success.

This is the best grease that current technology can  
provide and is specially designed to give low friction long 
life lubrication with excellent resistance to water ingress.

BPW Bearings
The BPW ECO Li Plus grease was developed with the 
help of a wheel-end test facility that BPW has established 
in its testing department. This facility has also been used 
to help improve the ISO tapered roller bearings used  
on BPW axles. To achieve longer service intervals on  
the wheel end system, bearing design and quality must 
be optimised. BPW has achieved a high level of  
competence in the tapered roller bearing field, they 
specify bearings to a high degree of detail, and subject 
production bearings from the various suppliers to  
stringent testing regimes.
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BPW ECO  
Plus Hub seals
The hub seal is an 
important element in the 
wheel end system. The 
ECO Plus hub seal has 
been employed successfully in Australia for a number of 
years. The ‘rotating seal’ concept is ideal for minimising dirt 
ingress, and the integrated hardened washer for sacrificial 
wear against the inner bearing protects the axle beam. 
With top quality taper roller bearings and rotating hub  
seals to minimise dirt ingress the ECO Plus Hub Unit is  
the culmination of many years of development and testing.

Torque prevailing Axle Nut
Bearing adjustment is extremely important. For the seal  
to work properly, and for bearings and lubrication to give 
the maximum possible life, the bearing adjustment needs 
to be as close to perfect as it can be. Too loose, the 
bearings suffer and the seal doesn’t work properly. Too 
tight, the bearings run hot, they can spin and wear the 
axle spindle, and the lubrication life suffers.

BPW bearing adjustment procedures have always  
been simple, which if followed result in close to ideal  
adjustment. These procedures involve the use of a  
torque wrench to help establish the correct bearing  
preload. With the ECO Plus Hub Unit, BPW goes one 
better and incorporates the torque limiter into the axle 
nut. The bearing adjustment procedure on the ECO  
Plus Hub Unit is simple, and the bearings cannot be  
over-tightened.

Serviceability
A major advantage with the BPW ECO Plus Hub Unit is 
that it carries over the encapsulating circlip design from 
the ECO system. The axle nut, bearings and seal are  
held in the hub by circlips. The bearings and seal are  
not damaged when removing and refitting the hub to  
the axle, and the servicing of the hub is made easier. The 
BPW ECO Plus Hub Unit is fully serviceable, unlike some 
competitor wheel-end systems. With the BPW system 
the wheel-end can be easily inspected and serviced, so 
only worn components will need to be replaced, which 
will save money for the operator in the long run.

* Conditions apply
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ECO Plus Hub Unit Warranty

Details of the full terms and conditions of BPW warranty 
coverage are available from BPW Transpec. Following is  
a summary of the ECO Plus Hub Unit Warranty:

For BPW ECO Plus Hub Units the Warranty is extended 
as from the day of first vehicle registration or entry into 
service (whichever is sooner) for a period of three years 
or one million kilometres (whichever comes first)  
for highway use and one year for off-road use.  
Note this only applies to the ECO Plus Hub Units, and  
is subject to the completion of the first service at an  
approved service provider between the first 1,000 km to 
5,000 km of service, and subject to the axle registration 
documentation being submitted to BPW Transpec Pty 
Ltd (BPW) upon completion of the first service.

Furthermore, prescribed in-service checks will need to  
be performed to qualify for this Warranty, including a 
check (with correction if necessary) of bearing play every 
six months.

This Warranty is available:

 only for trailers with air suspension systems equipped 
with a transverse throttle between the airbags on the 
left and right hand sides, starting from the day of first 
registration or on which the vehicle entered service.

 only for trailers registered for and used on public roads 
at or below legally permitted axle loads and within the 
manufacturer’s capacity rating.

 for operation in Australia.

 only for running gear installed as per BPW installation 
instructions.

Note that damage caused by water ingress due to  
fording, e.g. through rivers, streams and/or floodwaters, 
is excluded from this Warranty. Use of non genuine  
components may also void this Warranty.
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Definition of  Highway / Off-road 
 

The term "highway" refers to roads having a sealed and 

metalled surface, in other words with an asphalt or 

concrete surface.  If the vehicle spends the overwhelm-

ing majority of its operating life travelling on such 

roads, and will travel on unmade roads incidentally for 

small distances and predominantly at low speeds, then 

for the purpose of the ECO Plus Hub Unit Guarantee 

the vehicle is considered to be operating in “highway” 

conditions. 
 

The term “off-road” refers to vehicles that do not meet 

the ”highway” criteria, i.e. they will travel for some of 

their operating life on unsealed roads at high speeds. 
 

If in doubt, operators should obtain clarification from 

BPW regarding the classification, for their operating 

conditions. 

ECO Plus Hub Unit Guarantee 
 

Details of the full terms and conditions of BPW war-

ranty coverage are available from BPW Transpec.  

Following is a summary of the ECO Plus Hub Unit 

Guarantee; 
 

For BPW ECO Plus Hub Units the Guarantee is extended 

as from the day of first vehicle registration or entry into ser-

vice (whichever is sooner) for a period of 3 years or 1 mil-

lion kilometres (whichever comes first) for highway use 

and 1 year for off-road use.  Note that this only applies to 

the ECO Plus Hub Units, and is subject to the completion of 

the first service at an approved service provider between the 

first 1000 km to 5000 km of service, and subject to the axle 

registration documentation being submitted to BPW 

Transpec Pty Ltd (BPW) upon completion of the first ser-

vice.  Furthermore, prescribed in-service checks will need to 

be performed to qualify for this Guarantee, including a check 

(with correction if necessary) of bearing play every 6 

months. 
 

This Guarantee is available... 

• only for trailers with air suspension systems equipped 

with a transverse throttle between the airbags on the left 

and right hand sides, starting from the day of first regis-

tration or on which the vehicle entered service. 

• only for trailers registered for and used on public roads at 

or below legally permitted axle loads and within the 

manufacturer’s capacity rating. 

• for operation in Australia. 

• only for running gear installed as per BPW installation 

instructions. 
 

Note that damage caused by water ingress due to 

fording, e.g. through rivers, streams and/or floodwa-

ters, is excluded from this Guarantee.  Use of non 

genuine components may also void this Guarantee. 

This Information Bulletin is correct at time of publica-

tion.  BPW Transpec Pty Ltd reserves the right to update 

its warranty policy as and when it is deemed necessary.  

Please contact BPW Transpec for the latest Warranty 

Policy. 

The unique BPW 

Torque Prevailing 

Axle Nut results in 

correct and repeat-

able bearing adjust-

ment, as it will not 

allow over tighten-

ing of the bearings, 

and has a very fine 

adjusting system 

 

 
 

The hub lubrication in the BPW ECO Plus Hub Unit, 

which consists of high efficiency BPW ECO-Li Plus bear-

ing grease, is now guaranteed to last for 3 years, or 

1,000,000 km (whichever comes first) before it needs to 

be renewed.*  The ECO Plus Hub Unit is fully service-

able, allowing convenient inspection and economic re-

placement of components. 
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The unique BPW 
Torque Prevailing Axle 
Nut results in correct 
and repeatable bearing 
adjustment, as it will not 
allow over tightening of 
the bearings, and has 
a very fine adjusting 
system.
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Definition of  Highway / Off-road 
 

The term "highway" refers to roads having a sealed and 

metalled surface, in other words with an asphalt or 

concrete surface.  If the vehicle spends the overwhelm-

ing majority of its operating life travelling on such 

roads, and will travel on unmade roads incidentally for 

small distances and predominantly at low speeds, then 

for the purpose of the ECO Plus Hub Unit Guarantee 

the vehicle is considered to be operating in “highway” 

conditions. 
 

The term “off-road” refers to vehicles that do not meet 

the ”highway” criteria, i.e. they will travel for some of 

their operating life on unsealed roads at high speeds. 
 

If in doubt, operators should obtain clarification from 

BPW regarding the classification, for their operating 

conditions. 

ECO Plus Hub Unit Guarantee 
 

Details of the full terms and conditions of BPW war-

ranty coverage are available from BPW Transpec.  

Following is a summary of the ECO Plus Hub Unit 

Guarantee; 
 

For BPW ECO Plus Hub Units the Guarantee is extended 

as from the day of first vehicle registration or entry into ser-

vice (whichever is sooner) for a period of 3 years or 1 mil-

lion kilometres (whichever comes first) for highway use 

and 1 year for off-road use.  Note that this only applies to 

the ECO Plus Hub Units, and is subject to the completion of 

the first service at an approved service provider between the 

first 1000 km to 5000 km of service, and subject to the axle 

registration documentation being submitted to BPW 

Transpec Pty Ltd (BPW) upon completion of the first ser-

vice.  Furthermore, prescribed in-service checks will need to 

be performed to qualify for this Guarantee, including a check 

(with correction if necessary) of bearing play every 6 

months. 
 

This Guarantee is available... 

• only for trailers with air suspension systems equipped 

with a transverse throttle between the airbags on the left 

and right hand sides, starting from the day of first regis-

tration or on which the vehicle entered service. 

• only for trailers registered for and used on public roads at 

or below legally permitted axle loads and within the 

manufacturer’s capacity rating. 

• for operation in Australia. 

• only for running gear installed as per BPW installation 

instructions. 
 

Note that damage caused by water ingress due to 

fording, e.g. through rivers, streams and/or floodwa-

ters, is excluded from this Guarantee.  Use of non 

genuine components may also void this Guarantee. 

This Information Bulletin is correct at time of publica-

tion.  BPW Transpec Pty Ltd reserves the right to update 

its warranty policy as and when it is deemed necessary.  
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The hub lubrication in the BPW ECO Plus Hub Unit, 

which consists of high efficiency BPW ECO-Li Plus bear-

ing grease, is now guaranteed to last for 3 years, or 

1,000,000 km (whichever comes first) before it needs to 

be renewed.*  The ECO Plus Hub Unit is fully service-

able, allowing convenient inspection and economic re-

placement of components. 
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The hub lubrication in the BPW ECO Plus Hub Unit, 
which consists of high efficiency BPW ECO-Li Plus 
bearing grease, is now warranted to last for three 
years, or one million kilometres (whichever comes 
first) before it needs to be renewed.* The ECO Plus 
Hub Unit is fully serviceable, allowing convenient  
inspection and economic replacement of components.

Definition of Highway/Off-road

The term ‘highway’ refers to roads having a sealed 
and metalled surface, in other words with an asphalt 
or concrete surface. If the vehicle spends the over-
whelming majority of its operating life travelling on such 
roads, and will travel on unmade roads incidentally  
for small distances and predominantly at low speeds, 
then for the purpose of the ECO Plus Hub Unit  
Warranty the vehicle is considered to be operating  
in ‘highway’ conditions.

The term ‘off-road’ refers to vehicles that do not meet 
the ‘highway’ criteria, i.e. they will travel for some of 
their operating life on unsealed roads at high speeds.

If in doubt, operators should obtain clarification from 
BPW regarding the classification, for their operating 
conditions.

1300 651 652
info@bpwtranspec.com.au
bpwtranspec.com.au

Victoria (Head office)
1-11 Cherry Lane,  
Laverton North Vic 3026

Phone (03) 9267 2444  
Fax (03) 9369 4826

New South Wales
10 Squill Place,  
Arndell Park NSW 2148

Phone (02) 8811 7000   
Fax (02) 8811 7050

Queensland
10 Bernoulli Street,  
Darra Qld 4076

Phone (07) 3217 0877   
Fax (07) 3217 0230

Western Australia
1021 Abernethy Road, 
High Wycombe WA 6057

Phone (08) 9454 4000   
Fax (08) 9454 4111 


