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Push to connect Suspension Air Kit

BPW Transpec has recently switched over to push to
connect fittings for the air suspension kits.

Push to connect fittings make for quicker and simpler air
suspension kit installation with fewer parts.

Push to connect fittings do not require pipe connection
olives and do not need to be tightened with a spanner.

New Push to Connect

Air Suspension Kit and to pick.

The kits will be supplied by BPW Transpec as pre-boxed kits with the air
tank, air tank brackets and PK30PTC-K or PK31PTC-K air line.

The Hight Control Valve (HCV) in the new air suspension kits is a polymer
body unit rather than the current alloy bodied unit.

The same kits are to be used for the tri-axle and tandem axle suspension

These new air suspension kits will also be easier to stock

kits. with single axle suspension kits add 2 line caps and for quad axle

suspension kits simply add 2 tee pieces.

Dolly and Dog trailer air suspension kits will be made available at a later

stage.

Initially there will be two base kits available - with either a metric tank
suspension system or an imperial tank suspension kit for the tri-axle or

drawing numbers - PKSBOPTCCm and PK31PTCCi.
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For further information please contact your local BPW representative or visit
our website at www.bpwtranspec.com.au

Victoria (Head office)
1-11 Cherry Lane,
Laverton North Vic 3026
Phone (03) 9267 2444
Fax (03) 9369 4826

New South Wales
10 Squiill Place,

Arndell Park NSW 2148
Phone (02) 8811 7000
Fax (02) 8811 7050

Queensland

10 Bernoulli Street,
Darra Qld 4076
Phone (07) 3217 0877
Fax (07) 3217 0230

Western Australia
1021 Abernethy Road,
High Wycombe WA 6057
Phone (08) 9454 4000
Fax (08) 9454 4111

1300 651 652
info@bpwtranspec.com.au
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UNLESS OTHERWSE STATED ALL DIMENSIONS IN MILLMETRES.
UNLESS OTHERWISE STATED ALL TOLERANCES ARE PER :
BPW WN-1.043 & BPW WN-1.047
AVAILABLE UPON REQUEST FROM TRANSPEC
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